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FEATURES

The Dimension transfer pump range is precision
engineered, with many unique features which
eliminate the old issues of reliability, performance

and safety. To this end Steck’s new Dimension transfer

pump range has addressed the issues with features
that include:

- Unique reversible product flow action

+ Steck 'Unity’ Safety System

+ Intelligent 'MinAir’ System

« Reduction in power consumption

+ Improved suction lift capability

- Improved noise reduction levels

- Reduction in product contact parts

+ Patented ‘Steck-Link’ Valve Drive System

+ Fully isolated Push On/Push Off Air System

« Increased power capabilities

+ Fully modular ‘cassetted’ engine design for
ease of maintenance

+ Fully IP65 sealed pneumatics for protection
from the cleaning environment

TECHNICAL DATA

+ Unique reversible action (allows the pump
to reverse the flow of product at a flick of
a switch, (allowing outlet pipework to be
purged and product returned to source).

+ Up to 60 cycles per minute
(depending upon product)

+ Low level or mid level mobile frame

« Suction, pressure or flooded suction feed

+ Inlet / outlet pipework to suit

+ Wet end parts interchangeable with Steck’s
Dimension depositor range

+ Robust construction
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APPLICATIONS

The Dimension range of transfer pumps from Steck
are capable of handling the widest range

of products from water to high viscosity particulated
products, and find highly successful applications in
the following industries:

+ Ready meals

+ Sandwiches

+ Biscuit & Bakery

+ Chocolate & Confectionery
+ Salads

* Pizzas

SAFETY SPECIFICATION

« Steck ‘Unity’ single valve Safety System
+ Push-on/Push-off main air supply

+ Zero Stored Energy in tripped mode

+ Inlet and Outlet pipework locking

ENGINE SPECIFICATION

+ Pilotless depositing engine with IVA
+ Engine reverse action

PRODUCT VALVE SPECIFICATION

« Internally chromed and ground 316L Block

+ Ground 316L valve with ‘Steck-Link’ Drive

+ Sealing with 2 x Quad Ring seals

+ 32mm dia maximum particulate

+ Max ‘no leak’ pressure (air) 30 Bar

+ Min ‘no leak’ pressure (air) 750mm hg vacuum

+ Max suction {gp nozzle) 380mm hg

+ Typical priming capability (suction mode) 2500mm lift

PRODUCT CYLINDERS & PISTONS

4.5" interchangeable 316L stainless steel
+ Polyurethane seals and two piece piston
+ NAB gudgeon pin fixing
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